


“Elegance is an attitude” - Karl Lagerfeld -
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Carminati was founded in 1894 

as a small joiner’s workshop 

for the manufacture of wooden 

articles.

Today, after its 120 consecutive 

years of history, it has become 

a leading manufacturer of 

wooden, wooden-aluminum, 

wooden-glass, steel and bronze 

windows and doors.

Carminati is primarily involved 

in residential and luxury 

hotels sectors, with particular 

attention to the collaboration 

with studios of architecture 

through simulations, technical 

drawings and consulting in the 

construction industry field in 

general.

Over the years, Carminati 

designed in Italy and abroad 

prestigious projects for 

brands of primary importance, 

including fashion and luxury 

hotels sectors, private housing 

and presidential residences in 

suggestive locations.

FROM ITS ORIGINS TO THE 

SUCCESS

carminati

Carminati carpentry workshop

Brembilla (Bergamo)

‘50s



Founded in Brembilla - Alta Val 

Brembana (Bergamo, Italy) - in 

1894, as a small artisan reality 

for wooden artifacts.

ORIGINS

In order to contain the growth 

of the production throughout 

the years of work, from the 

foundation in 1894, Agostino 

Carminati and his sons 

Francesco, Alessandro and 

Domenico decide to move 

the headquarters and the 

production of wood, wood-

aluminum and wood-glass 

windows and doors to the 

current location in Ponteranica 

(Bergamo).

NEW HEADQUARTERS

Carminati Francesco takes over 

the reins of the company and 

becomes its only title-holder.

PASS THE BATON

A fundamental year for the 

company as the building is 

structurally renovated following 

a new well-defined architectural 

concept.

Furthermore it is renewed, and 

in particular, internal productive 

and functional system is 

implemented.

MODERNIZATION

Carminati Daniele, son, joins the 

company in 2000, in addition to 

his engineering studies as well 

as significant experiences in the 

sector, he further consolidates 

the company, helping its growth 

and expansion.

COLLABORATION

SKYLINE, company’s flagship 

product was designed by Eng. 

Daniele Carminati in 2010.

Featuring minimalist and 

essential design, this product 

offers an aesthetic and 

functional solution suitable for 

all architectural styles. Tailored 

to satisfy the needs of the 

customers.

SKYLINE PROJECT

Constant growth of global 

distribution network with various 

partnerships in Europe, Russia, 

Asia, the Middle East and North 

America. This allowed us to 

be invited to participate in the 

realization of important projects 

such as Bvlgari Resort in Dubai.

Foreign sales account for 90% 

of internal turnover.

New products for the SKYLINE 

collection:

• SKYLINE internal doors line
• Skyline IRON, STEEL
   and BRONZE

FROM ITS ORIGINS TO THE 

SUCCESS

Purchase of a new area of 9000 

square meters where the new 

logistics hub and the production 

system will be located.

NEW HEAD OFFICES

1894

1950

1980
1994

2000

2010
2019

2017



qualitY luxurydesign
Skyline is the result of high 

artisan quality of an important 

Italian brand.

Family tradition together 

with technological and 

entrepreneurial innovation make 

Skyline System perfect even for 

the most demanding insulation 

requirements.

Skyline is certified by the 

most prestigious international 

institutes.

The perfect match.

The new trend in architecture 

strictly linked to the concept of 

“innovation”, is articulated in 

close connection with design 

and luxury, reinterpreted 

through philosophy with 

modern technologies, innovative 

materials and scenographic 

solutions.

Design is the interpretative key 

of everyday beauty, in all its 

forms.

Skilful use of prestigious 

materials such as wood, steel 

and bronze, makes Skyline 

window the symbol of luxury 

par excellence.

Manual craftsmanship in 

creating every detail makes 

each window unique and 

original.

SustainabilityCOMFORTtechnique
A large residential space, 

overflowed with light and 

dominated by neutral tones is 

already a source of wellness for 

its inhabitants. 

Comfort and relax are 

guaranteed by large dimensions, 

and all is supported by 

innovative technology.

TAILOR MADE WINDOWS

is our concept. Each Skyline 

product is designed and 

custom-made according to 

designer’s requirements.

The construction systems used 

are based on cutting-edge 

technologies and all handling 

systems are designed and 

manufactured by Carminati 

technical office.

The frame becomes sustainable

A new concept of the frame, 

which combines luxurious 

design, eco-friendly materials, 

versatility and comfort. The 

wood meets eco-sustainability 

requests. With the philosophy of 

design inspired by nature of the 

wood, it is possible to combine 

modern style with functionality.
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With its minimalist and essential 

design, the new “Skyline by 

Carminati” window system 

offers an aesthetic and 

functional solution suitable for 

all architectural styles.

Tailored to fully satisfy the 

requirements of the customers 

and their spatial and aesthetic 

needs, the new system 

proposed by Carminati 

guarantees the possibility of 

creating large openings that 

increase greatly the entry of 

natural light, while offering 

at the same time safety and 

tranquility.

NOT SIMPLY A WINDOW

SKYLINE
minimal
frames
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THE EVOLUTION OF THE 

LIFT&SLIDE

SKYLINE
SLIDING

Designed by Eng. Daniele 

Carminati, Lift&Slide window 

represents a minimal opening 

system. Thanks to a profile of 

only 37 mm, it combines design 

and functionality through 

cutting - edge technologies, 

the result of a more than a 

century of experience in wood 

craftsmanship.

The refined wooden surface and 

perfectly incorporated handle 

endow special elegance to this 

opening solution. 

Available in versions with 2, 3 

or 4 sliding tracks with single 

sash dimensions that go up to 

3 meters of width and 5 meters 

of height, it also offers a further 

possibility of composition with a 

concealed bottom guide track.

The sliding system with guide 

tracks fully embedded in the floor 

is a licensed product since 2012.

THE NEW SLIDING CONCEPT



Full-height glass façade with 

recessed glass and black back-

lacquered corner.

The view is not limited by the 

physical boundary of the window, 

but it spreads freely between inside 

and outside.

Private residence

Desenzano del Garda

The glass wall featuring full-height 

corners and overlooking the lake 

opens the villa to new horizons: the 

room is no longer a circumscribed 

place but it extends outside in 

a continuous dialogue between 

landscape and construction.

Private residence

Iseo
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SKYLINE
DRIVE

WE COULD NOT REMOVE 

MORE THAN THIS

Carminati expands its Skyline 

Collection by proposing motorized 

Lift&Slide window.

Currently, an automated structure 

undoubtedly represents the 

added value to a constantly 

evolving product.

An elegant system that allows, 

thanks to a button on the wall 

or remote control, the comfort 

and effortlessness of moving 

even the most imposing doors. 

Thanks to this new technology, 

loads up to 1500 kg per sash 

are guaranteed, with high 

thermal insulation and excellent 

U coefficients.
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SKYLINE
CASEMENT

DOOR
PERFECTION OF STYLE

Transparency of lines, sobriety 

and shapes attentive to 

proportions are just some of the 

features of Skyline casement 

window. The capacity of Made 

in Italy design makes it possible 

to transform a simple opening 

into an elegant and fascinating 

piece of furniture.

Available with one, two or three 

sashes with the possibility of tilt 

and turn opening. Guaranteed 

by structural gluing, to ensure 

safety that goes beyond the 

standards.



DOOR OPENING SYSTEM

Skyline Door combines the 

aesthetics with a refined 

construction technique, which 

allow the frame to obtain 

a high structural durability 

and excellent technical 

performances.

Standard and concealed hinges 

with a maximum load capacity 

of kg 150 are screwed on a 

structure made of steel, which 

guarantees a high level of 

reliability. 

The glass is structurally fixed 

to the wooden frame to convey 

the idea that the frame consists 

of one single piece.
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SKYLINE
entrance

DOOR
ENTRANCE BECOMES LIGHT

The entrance door is one of the 

key elements that cannot be 

missed in making your home a 

fully authentic place. A solution 

characterized by both, precision 

and aesthetics, the result of 

rigorous techniques based on 

reliability and use of exclusively 

top quality materials.

Keep in mind completely 

customizable wood nuances. 

Our suggestion is to focus on a 

mix between contemporary and 

traditional, to add character to 

your home and never take 

anything for granted.





The minimal profiles form real 

volumes that expand the space: 

the Skyline Entrance Door and the 

Skyline Sliding interact with each 

other in an innovative harmonic 

solution, where the final boundary 

is the sky.

Private residence

Saint Tropez

Handle detail:

internal view of the wooden profile 

and external view of the aluminium 

cladding.
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SKYLINE
pivot

THE PIVOT THAT MAKES THE 

DIFFERENCE

Skyline Pivot with horizontal 

opening is the most functional 

solution for large openings. 

This system offers the possibility 

to have a unique large opening 

with great panoramic impact, 

characterized by pure and 

essential design, particularly 

appropriate for environments 

that need flexible ventilation.

The opening allows a rotation 

up to 15° for air circulation and 

up to 360° for cleaning and 

maintenance operations. Its 

maximum dimensions are 3m 

in width and 1,5m in height; 

the maximum weight allowed is 

300kg.



VERTICAL VERSION

Pivot opening represents the 

minimal window par excellence. 

With the possibility for inward 

or outward opening and a 

sophisticated concealed pivot 

system, the vertical pivot 

window shows the most elegant 

side of the Skyline Minimal 

Frames Collection.

The sash can reach up to 2m 

in width and 4m in height, the 

maximum weight allowed is 

800kg. 

In the Skyline Vitrum version, 

thin wooden profile is joined 

with a glass sheet, giving life 

to a prestigious product of a 

refined design.

Externally, the glazed surface 

presents itself without 

interruptions, conferring both 

comfort and beauty to the pivot 

enriched with new light: the 

superfluous vanishes leaving 

only the essential in view.
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SKYLINE
bifold

16 METERS OF TOTAL 

OPENING

Appreciated by all private 

customers and sought after by 

architects: bifold door system 

allows larger openings than 

any other window. Initially 

recommended as an alternative 

to the sliding doors, today 

bifold doors are becoming an 

ever more appreciable solution.

Available from 2 up to 16 

sashes, eight on each side, 

with a traffic door allowing easy 

access. The complete opening 

creates 16 meters of fully open 

space, without any obstacle 

between the interior and the 

exterior of your home.



Skyline Bifold Serie 78 white 

lacquered with crosspieces.

The lightness of the bi-fold doors 

provide the covered patio with an 

airy and elegant appearance. The 

white lacquered crosspieces add a 

precious detail and feature a typical 

English style.

Private residence

Salerno

Internal handles detail with satin 

chrome finish.
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SKYLINE
facade

LAST CHALLENGE IN 

CARMINATI  HOUSE

The Facade System combines 

all of the following: processing 

of materials, design concepts 

and interface of building 

envelopes.

Characterized by very high 

energy performance, with 

only 50 mm of thickness, the 

system is distinguished by very 

slim timber profiles externally 

cladded with aluminum, 

enabling maximum amount 

of natural light entry and 

contributing to a better well-

being and a luxurious design.



Skyline Facade in wood with 

aluminium cladding, view of the 

facade and the construction details.

MADE Expo Fair

Milan
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SKYLINE
wood -

ALuminium
THE ETERNAL PROTECTION

To complete the Skyline 

collection, the external metal  

or aluminium cladding that 

combines the model line of the 

brand with a specific resistance 

to atmospheric conditions 

could not be missing.

Wide range of colors are 

available, from oxidized to ral 

colors, from shiny to opaque, 

from smooth to engraved.

The finishes of each model are 

customizable and are made 

within the Carminati company, 

through special treatments 

that ensure the resistance to 

atmospheric agents.



Skyline Minimal Frames wood-

aluminium: oak structure, with 

a light and warm finish, with 

external cladding in bronze-colored 

aluminium, resistant to atmospheric 

agents.

Skyline Minimal Frames Collection, 

chosen personally by the architects, 

complies with all the required 

characteristics: minimal profiles, 

natural materials and modern 

technology.

Bvlgari Hotel & Resort

Jumeirah Bay, Dubai
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handles
ITALIAN DESIGN

The new collection of handles for 

casement openings represents 

a refined and artisanal mix, 

inspired to ensure flexibility and 

ease of handling. Available in a 

wide range of colors.
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SKYLINE
handle

NEW OPENING SYSTEM

Thanks to the new vertical 

opening system for Lift&Slide 

doors, an elegant and smooth 

manual opening is guaranteed 

within a profile of only 37 mm.

The window is enhanced by 

an artistic and modern handle, 

the result of an internal study to 

ensure a complex, yet innovative 

and unique technology on the 

market.
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WE
BUILd
THE
INVISIBLE
OUR PROJECT REFERENCES

Bvlgari Hotel & Resort

Jumeirah Bay, Dubai (UAE)

2017

Architects: Citterio-Viel & Partners
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Private residence

Saint Tropez (France)

2017

Designer: Stefano Durelli

Photographs: Maurizio Grisa
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Private residence

Desenzano del Garda (Italy)

2018

Architect: Elena Cupolo

Photographs: Maurizio Grisa
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Private residence

Florence (italy)

2018

Architect: Lorena Luccioni

Photographs: Maurizio Grisa
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Private residence

Rome (Italy)

2018

Architects: STUDIO STRATO

Photographs: Serena Eller

All photos are the copyrighted property of STUDIO STRATO
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Private residence

Ostuni (Italy)

2018

Architects: REISARCHITETTURA Paola Rebellato and Nicola Isetta Architetti Associati

Photographs: Alessandra Bello

All photos are the copyrighted property of REISARCHITETTURA





81

THE MOST ORIGINAL FINISHES

CARMINATI
COLOURS
The distinguishing feature of a 

frame is in the personalization 

of colors, in the surface that 

characterizes it, involving and 

persuading with refined taste, 

as an emotion, as a breath.

The pleasure to choose. 

The pleasure of beauty.
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18.01 Fir10.05 Oak

10.06 Oak

10.07 Oak

PULL OIL COLOURS

18.08 Larch

18.13 Larch brushed

LIGN OIL COLOURS

215 Fir

218 Larch

90 Oak

COLOURS WITH WARRANTY

10.03 Larch

10.04 Larch

10.11 Larch

wood
finishes
THE COMFORT OF NATURAL 

MATERIALS

Skyline frames can be made 

from different types of wood 

and with different finishes. 

The water painting cycle 

guarantees a long duration in 

time for the fixture.

Finishes can be personalised 

according to the taste of the 

customer.

200 Fir

201 Fir

202 Oak

COLOURS FOR

WOOD-ALUMINIUM
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1B NV mattSteel

Chemical Steel

Scotch Steel

RANGE OF STEEL

ACC NV-L gloss

4A NV-L gloss

VIBRATE OXIDIZED

Acciaio S-I

3A S-I

6B S-I

BRUSHED

3B ARC

4B ARC

CHAMPAGNE ARS

aluminium
finishes
THE PERFECT PROTECTION

The Skyline System is designed 

for the application of metal 

cladding  to the wood in order 

to protect the external part of 

the fixture.

The choice of the materials 

used is made according to the 

customer’s needs; starting from 

traditional metals like aluminium 

to refined finishes like bronze.
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technical
details

A TAILOR - MADE PROJECT 

Attention to details always 

makes the difference.

Carminati supports the designer 

during the development and the 

personalisation of the project.

Our technical department is 

available to architecture studios 

to identify and develop the best 

design solution.
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TYPE Wooden lift&slide with 2 

leaves: 

frame thickness 45x184 mm

leaf thickness 78x37 mm

Wooden-aluminium lift&slide 

with 2 leaves:

frame thickness 45x217 mm

leaf thickness 87x37 mm

Our technical office evaluates the possibility of increasing the 

thickness of the glazing with respect to the standard

GLASS SYSTEM

Thermal transmittance of the 

frame: Uf = 1,20 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,50 W/m2K (oak wood 

finish) UNI EN 1077-2

THERMAL CHARACTERISTICS

TECHNICAL SPECIFICATIONS Air permeability:  EN 1026 - UNI EN 12207 Class 4

Water tightness: EN 1027 - UNI EN 12208 Class 5A without water 

flow on the recovery guide track

Water tightness: EN 1027 - UNI EN 12208 Class 9A with water 

flow on the recovery guide track

Wind resistance: EN 12211 - UNI EN 12210 Class B3

Sample size 11,17 m2

33.1/24/33.1 low-e

Thermal transmittance of the 

frame: Uf = 1,10 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,40 W/m2K (oak wood 

finish) UNI EN 1077-2

SERIE78 SERIE92

33.1/15/4/18/33.1 low-e

SLIDING

SERIE 78 WOOD

Vertical section

SERIE 78 WOOD

Horizontal section

SERIE 92 WOOD

Vertical section

SERIE 92 WOOD

Horizontal section

Wooden lift&slide with 2 

leaves: 

frame thickness 45x212 mm

leaf thickness 92x37 mm

Wooden-aluminium lift&slide 

with 2 leaves:

frame thickness 45x245 mm

leaf thickness 101x37 mm
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SERIE 78 WOOD - ALUMINIUM

Vertical section

SERIE 78 WOOD - ALUMINIUM

Horizontal section

SERIE 92 WOOD - ALUMINIUM

Vertical section

SERIE 92 WOOD - ALUMINIUM

Horizontal section

OPENING TYPES
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Our technical office evaluates the possibility of increasing the 

thickness of the glazing with respect to the standard

Thermal transmittance of the 

frame: Uf = 1,30 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,50 W/m2K (oak wood 

finish) UNI EN 1077-2

Air permeability:  EN 1026 - UNI EN 12207 Class 4

Wind resistance: EN 12211 - UNI EN 12210 Class B3

Sample size 3,08 m2

33.1/24/33.1 low-e

Thermal transmittance of the 

frame: Uf = 1,10 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,40 W/m2K (oak wood 

finish) UNI EN 1077-2

SERIE78 SERIE92

33.1/15/4/18/33.1 low-e

casement DOOR

Wooden window:

frame thickness 78x60 mm

standard hinge type 78x82 mm

leaf thickness 53x50 mm

standard hinge type 57x50 mm

Wooden-aluminium window:

frame thickness 87x60 mm

standard hinge type 87x82 mm

leaf thickness 53x50 mm

standard hinge type 57x50 mm

Wooden window:

frame thickness 92x60 mm

standard hinge type 92x82 mm

leaf thickness 67x50 mm

standard hinge type 71x50 mm

Wooden-aluminium window:

frame thickness 101x60 mm

standard hinge type 101x82 mm

leaf thickness 67x50 mm

standard hinge type 71x50 mm

Water tightness: EN 1027

UNI EN 12208 Class 7A

Water tightness: EN 1027

UNI EN 12208 Class 9A

TYPE

GLASS SYSTEM

THERMAL CHARACTERISTICS

TECHNICAL SPECIFICATIONS

SERIE 78 WOOD

Vertical section

SERIE 78 WOOD

Horizontal section

SERIE 92 WOOD

Vertical section

SERIE 92 WOOD

Horizontal section
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OPENING TYPES

SERIE 78 WOOD - ALUMINIUM

Vertical section

SERIE 78 WOOD - ALUMINIUM

Horizontal section

SERIE 92 WOOD - ALUMINIUM

Vertical section

SERIE 92 WOOD - ALUMINIUM

Horizontal section
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TYPE

GLASS SYSTEM

THERMAL CHARACTERISTICS

TECHNICAL SPECIFICATIONS Air permeability:  EN 1026

UNI EN 12207 Class 4

Water tightness: EN 1027

UNI EN 12208 Class 3A

Wind resistance: EN 12211

UNI EN 12210 Class B4

Sample size 9,15 m2

Thermal transmittance of the 

frame: Uf = 1,10 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,40 W/m2K (oak wood 

finish) UNI EN 1077-2

Wooden vertical pivot: 

frame thickness 65x110 mm

leaf thickness 67x110 mm

Wooden-aluminium vertical 

pivot:

frame thickness 65x110 mm

leaf thickness 67x110 mm

Our technical office evaluates the possibility of increasing the 

thickness of the glazing with respect to the standard

33.1/24/33.1 low-e

pivot

horizontal

SERIE106

Wooden horizontal pivot: 

frame thickness 73x106 mm

leaf thickness 60x106 mm

55.1/27/55.1 low-e

33.1/18/4/18/33.1 low-e

vertical

SERIE110

Air permeability:  EN 1026

UNI EN 12207 Class 4

Water tightness: EN 1027

UNI EN 12208 Class 3A

Wind resistance: EN 12211

UNI EN 12210 Class B3

Sample size 6,13 m2

Thermal transmittance of the 

frame: Uf = 1,10 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,40 W/m2K (oak wood 

finish) UNI EN 1077-2

SERIE 110 WOOD

Vertical section

SERIE 110 WOOD

Horizontal section

SERIE 110 WOOD - ALUMINIUM

Vertical section

SERIE 110 WOOD - ALUMINIUM

Horizontal section
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OPENING TYPES

SERIE 106 WOOD

Vertical section

SERIE 106 WOOD

Horizontal section
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SERIE 78 WOOD

Vertical section

SERIE 78 WOOD

Horizontal section

SERIE 92 WOOD

Vertical section

SERIE 92 WOOD

Horizontal section

Wooden bifolding door: 

frame thickness 65x184 mm

leaf thickness 50x78 mm

Wooden-aluminium bifolding 

door:

frame thickness 70x208 mm

leaf thickness 87x50 mm

33.1/24/33.1 low-e

SERIE78 SERIE92

33.1/15/4/18/33.1 low-e

BIFOLD

Wooden bifolding door:

frame thickness 65x184 mm

leaf thickness 50x92 mm

Wooden-aluminium bifolding 

door:

frame thickness 70x208 mm

leaf thickness 101x50 mm

Air permeability:  EN 1026 - UNI EN 12207 Class 3

Water tightness: EN 1027 - UNI EN 12208 Class 4A

Wind resistance: EN 12211 - UNI EN 12210 Class B3

Sample size 14,26 m2

Thermal transmittance of the 

frame: Uf = 1,10 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,40 W/m2K (oak wood 

finish) UNI EN 1077-2

Our technical office evaluates the possibility of increasing the 

thickness of the glazing with respect to the standard

TYPE

GLASS SYSTEM

THERMAL CHARACTERISTICS

TECHNICAL SPECIFICATIONS

Thermal transmittance of the 

frame: Uf = 1,20 W/m2K (fir 

wood finish) UNI EN 1077-2

Uf = 1,50 W/m2K (oak wood 

finish) UNI EN 1077-2
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SERIE 78 WOOD - ALUMINIUM

Vertical section

SERIE 78 WOOD - ALUMINIUM

Horizontal section

SERIE 92 WOOD - ALUMINIUM

Vertical section

SERIE 92 WOOD - ALUMINIUM

Horizontal section

OPENING TYPE



headquarters
Ponteranica (BG)

Via Petos 5

tel +39 035 4128 272

info@carminatiserramenti.it

showrooms
in italy
Brescia

brescia@carminatiserramenti.it

Milano

monza@carminatiserramenti.it

For more information about our 

partners abroad, please contact 

our Italian headquarters

San Francisco

Denver

Toronto

Mexico City

Sydney

Beijing

Athens

New Delhi

Tel Aviv

Vilnius
Moscow

Dubai

Shanghai

Istanbul

London



© 2019 by Carminati Serramenti

The drawings are purely indicative and the Company reserves

the right to make technical improvements without prior notice.

Property of: Carminati Serramenti S.r.l. - Ponteranica (BG)



www.carminatiserramenti . i t


